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ELKON twin shaft mixers, which successfully produce concrete 
for various projects all around the world, has been manufacturing 
in ELKON’s technological factories. ELKON is capable of 
producing 500 twin shaft mixers per shift annually thanks to its 
fully automated robotic welding lines.

Steel body of ELKON twin shaft mixers is specially designed to 
provide high durability and longer-life time. Complete bodies are 
being manufactured by fully automated welding robots without 
any human interference.

The replaceable side linings are made of wear resistant HARDOX 
wear plates (SSAB-Swedish). The body linings and mixing 
paddles are highly wear resistant cast steel (NiHard 4).

Thanks to the specially designed cross-sections of the paddles 
and their special settlements inside, all materials in the mixer 
thoroughly interpenetrate each other. That is why required 
mixture homogeneity can be achieved within optimum mixing 
time.

ELKON twin shaft mixers are available in a wide range of 
capacities from 1 m³ to 7 m³ concrete discharge per batch. 
Many options are available for twin shaft mixers  such as 
double discharge gates or wider/narrower discharge gates,  
manual/automatic sampling device, high pressure mixer washing 
system, humidity and temperature probes, camera etc. as per 
request and/or they can be specially designed for RCC (Roller 
Compacted Concrete), precast concrete or heavy concrete 
production as well.

With  RCC-twin shaft mixers developed by ELKON engineers, 
roller compacted concrete (RCC) can be produced with high 
performance and high capacities to be used in dam and road 
projects.

Please contact with us for the right mixer configuration specially 
designed for your mixing application.

TWINSHAFT MIXERS
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* Alternative drive powers are available depend on requirement for other mixing applications.
** Possibility of mixing aggregate size up to 150 mm with special modifications (mostly preferred in RCC dams).

Longer lifetime with robust mixer body produced by fully 
automatic welding robots.

Possibility to produce all kind of concrete (ready-mixed concrete, 
precast concrete, roller-compacted concrete-RCC, heavy concrete, 
etc.)

High homogeneity even in shorter mixing times

Highly wear-resistant, durable wearing parts

Easy maintenance due to wide maintenance gates and bolted type 
replaceable linings

Heavy duty gearbox (Brevini or Bonfiglioli - Italy) 

Automatic lubrication system (Lincoln - Germany)

Universal compatibility to existing concrete batching plants with 
compact design

High pressure water feeding system provides uniform water 
distribution inside mixer via nozzles to get homogenous mixture in 
shorter mixing times. 

Advanced Features of  ELKON Twin Shaft Mixers

It is possible to get samples 
safely from concrete 
mixture during mixing.

Manual/Automatic 
Sampling Device

Twinshaft mixer may wash 
out efficiently and easily 
with high pressure washing 
system. 

Automatic Washing 
System

It is possible to see mixing 
with camera system 
whenever required. 

Camera

Provides required amount 
of grease to all bearings 
continiously.

Automatic lubrication 
system

With water pump and water 
feeding nozzles, weighted 
water will get inside mixer 
faster and distributed.

High Pressure Water 
Feeding System
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ELKON planetary mixers are designed to perform high mixing 
performance even for the challenging applications and 
mostly preferred for producing precast concrete products 
such as low or zero slump precast concrete, fiber reinforced 
concrete, self-compacting concrete, etc. They provide the 
highest homogeneous mixture in shorter mixing time as the 
mixer turret is rotating around the mixer center point and 
in the meantime mixing stars connected to this turret are 
circumvolving.

Steel body of ELKON planetary mixers are specially designed 
to provide high durability and long life time. The replaceable 
inner linings are made of wear resistant Hardox 450 wear 

plates (SSAB-Swedish) and the mixing paddles are highly 
wear-resistant cast steel (NiHard 4).

Mixer maintenance can be done easily thanks to galvanized 
wide maintenance gates.

ELKON planetary mixers are available in a wide range of 
capacities from 0,25 m³ to 2 m³ concrete discharge per batch. 
Depending on the request, they can be optionally equipped 
with 2 or more discharge gates, manual sampling device, high 
pressure mixer washing system, humidity and temperature 
probe, camera, etc.

PLANETARY MIXERS
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General Features 375 / 250 l. 560 / 375 l. 750 / 500 l. 1500 / 1000 l. 2250 / 1500 l. 3000 / 2000 l.

Dry Filling Capacity 0.375 0.5 yd³) 0.560 m³ (0.75 yd³) 0.75 m³ (1 yd³) 1.5 m³ (4.5 yd³) 2.25 m³ (3 yd³) 3 m³ (4 yd³)

Compacted Concrete Capacity 0.25 m³ (0.35 yd³) 0.37 m³ (0.5 yd³) 0.5 m³ (0.7 yd³) 1 m³ (1.3 yd³) 1.5 m³ (2 yd³) 2 m³ (2.6 yd³)

Drive System* 15 kW 15 kW 18,5 kw 45 kW 75 kW 90 kW

Mixing Star x Mixing Paddle 1x3 1x3 1x3 2x2 1x3 + 1x2 2x3 + 1x2

Scraper / Discharge Paddle 1/- 1/- 1/1 1/1 1/1 1/1

Gearbox COBRA (ITALY)

Linings  HARDOX 450

Mixing and Scraper Paddles  NI HARD 4

* Alternative drive powers are available upon request for other mixing applications

It is possible to see mixing 
with camera system 
whenever required. 

Camera

Microwave type  sensor 
measures continiously 
moisture content changes, 
including the determination 
of homogeneity.

Moisture Probe Inside 
Mixer

It is possible to get samples 
safely from concrete 
mixture during mixing.

Manual/Automatic 
Sampling Device

Automatic Washing 
System
Planetary mixer may wash 
out efficiently and easily 
with high pressure washing 
system. 

Makes it possible to 
discharge to different 
buckets, equipments etc 

Multiple Discharge Gates

High mixing performance 

Mixture homogeneity in shorter mixing time 

Highly wear-resistant mixer wearing parts 

Easy maintenance due to wide maintenance gates and bolted type 
replaceable linings 

Robust gearbox (Cobra-Italy) 

Low maintenance cost 

Advanced Features of ELKON Planetary Mixers
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PAN MIXERS

ELKON pan mixers are preferred all over the world due to their 
easy and cost-effective maintenance, simple operation and 
batching performance.

From 0,25 m³ to 3 m³ vibrated concrete per batch capacity 
pan mixers are available in ELKON product range.

Steel body of ELKON pan mixers are specially designed to 
provide high durability and long life time. The replaceable 
inner linings are made of wear resistant Hardox 450 wear 
plates (SSAB-Swedish) and the mixing paddles are highly  
wear-resistant cast steel (NiHard 4) as well.

Mixer maintenance can be done easily thanks to galvanized 
wide maintenance gates.

ELKON pan mixers are available in a wide range of capacities 
from 0, 25 m³ to 3 m³ per batch. Depending on the request, 
they can be optionally equipped with 2 or more discharge 
gates, manual sampling device, high pressure mixer washing 
system, humidity and temperature sensor, camera, etc.
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* Alternative drive powers are available upon request for other mixing applications.

Optimum mixing for readymix concrete 

Easy operation and maintenance 

High homogeneity 

Highly wear-resistant mixer wear parts 

Easy maintenance due to wide maintenance gates and bolted
type replaceable linings 

Low maintenance cost 

Advanced Features of  ELKON Pan Mixers

It is possible to get samples 
safely from concrete 
mixture during mixing.

Manual/Automatic 
Sampling Device

Microwave type  sensor 
measures continiously 
moisture content changes, 
including the determination 
of homogeneity.

Moisture Probe Inside 
Mixer

Makes it possible to 
discharge 2 points.

Multiple Discharge Gates

It is possible to see mixing 
with camera system 
whenever required. 

Camera
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